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MAPSUITE FOUNDATION INSTRUCTIONS FOR SETTING-OUT ENGINEERS.

PLEASE NOTE: Different versions of the Software may have varying functionality.

Installation of Mapsuite+

Load Cd, Auto Run
Double click on Install Mapsuite – follow installation procedure.
Finish

Open Mapsuite+ from Start, Programs, Sokkia, Mapsuite. (Create a Shortcut if 
required by selecting Mapsuite.exe, then Right mouse button, Create Shortcut, 
drag to Desktop and edit name).

When Mapsuite+ first opens the toolbars appear in the workspace, 
Drag the toolbars to the borders of the work area to suit yourself.

Setting up the System:

The system needs to be set up for the way you want to work.

File, Preferences.
Most of the settings are fairly obvious, but I have added some suggestions,
Copy the settings on the pictures shown of the Dialogue Boxes.
Use the tabs to select the various menu panels.
When finished with all the settings press Apply and then OK.

Axis Tab:--

Display Tab:-- Circle segment = 200, Font circle segments = 20
Point style – Dot or Plus – these are for new CAD  points
Point size -- % of window = 1%
Drawing units = 1.000
Tick the box if you require a black background.



System Tab:-- These are the settings to select the default libraries.
Use the default Mapsuite libraries.




















































